
Lo
w

 P
ro

fil
e 

Fl
oo

r 
Sc

al
e 

P
ac

ka
ge

Weigh Bridge

Terminal
•	Highly visible display

•	Innovative and user friendly

•	Standard RS232 interface

•	IP54 for plastic housing

•	IP66/IP67 for stainless steel housing

Structure
•	Ultra-low profile platform for

comfortable loading

•	Short ramps for driving over

•	RockerFoot ensures accurate and

reliable weighing

Complete Low Profile Floor Scale Solution
The BUA231/BUA236 with capacities up to 1500 kg is 
a rugged low profile scale. Thanks to the low height of 
50 mm and short approach ramps it is comfortable to 
load and drive over the platform. The ideal solution for 
weighing drums, carts, small mixing vats, etc. Terminal 
and platform are preassembled and optionally fully 
approved. The unique RockerFoot suspension guar-
antees a good shock- and vibration damping. After 
alignment, the BUA231/BUA236 is immediately ready 
for use. The painted version BUA231 is supplied with 
the robust IND231 terminal. The stainless steel version 
BUA236 is designed for harsh environments and is 
supplied with the stainless steel IND236 terminal.

The simple and convenient menu configuration and the
straightforward and intuitive setup of a multitude of dif-
ferent available functions makes the BUA231/BUA236 
easy to use. It requires minimal operator training and 
measurably improves production efficiency.

Economic, Tough and Easy to Use
BUA221 and BUA226

•BUA231 – Carbon steel version

•BUA226 – Stainless steel version


